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2. 



3. 




EXISTING SPEAKERS ONLY AFTER INSTALLED 


5. FOR REMOVAL AND PATCHING PLAN DETAILS (P-1, P-2, P-3 & P-4), 
A-1, 


«. ALL REMOVED SPEAKERS SHALL BE RETURNEO TO THE ENGiNEER. 


7. ALIGN CENTER 
IN TIC 
OF 

uxartoN of smmm shall 

OF THE ENGINEER. 



(ON HfBtCH WORK tS TO BE DONE 
TO THE CENTER UIC CT TIC CORRIDOR. IN CASE 


BE ADJUSTED WITH THE APPROVAL 


8. SINCE FIRE ALARM CIRCUIT LENGTH IS CRITICAL, ROUTING AND 
INSTALLATION OF ALL FIRE ALARM CIRCUITS SHALL BE AS SHOWN 
ON DRAWING. 



REMOVAL OF ALL SPEAKERS WITH 
STING SPEAKER CiRCUfTS IN 
CONDUCTORS AND TAG AS ABANDONED 
IN THE PRESENCE OF THE ENGINEER. 


. DISCONNECT 
. TAPE ENDS OF 
. THIS WORK SHALL 


10. REPLACE EXISTING SPEAKER WITH THE SHOWN WATTAGE RATED SPEAKER, 
AND REWIRE AS SHOWN. EXISTING BACKBOX CAN BE UTILIZED IF IT IS 
SIMILAR TO THE TYPICAL SPEAKER BOX. SEE INSTALLATION DETAIL "A* 
ON DWG. E-2. 



SPEAKER 
TAF/dB 
SETTING 


QUANTITY 

OF 
SPEAKERS 
PER 
CIRCUIT 


Watts 


SPK-A 
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SPK-C 


SPK-D 


1/6 


75 
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78 
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GRAND TOTAL 


TOTAL 
POWER 

(Watts) 


4.250 


6.250 


4.875 


20.875 


CIRCUIT 
LENGTH 
(ft) 


766 


614 


628 


513 


2521 
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